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(57) ABSTRACT

In a control apparatus, a target harmonic current obtainer
obtains, according to a phase current flowing through at least
one phase winding of a stator of a rotary machine, a target
harmonic current component flowing in the rotary machine.
The target harmonic current component correlates with a
fundamental current component of a phase current. An induc-
ing unit superimposes, on at least one of the amplitude and the
phase of an output voltage vector of a power converter used by
a switching unit, a harmonic signal that changes at an angular
velocity identical to an angular velocity of the target har-
monic current component. This induces a counteracting har-
monic current component in the at least one phase winding.
The counteracting harmonic current component counteracts
the target harmonic current component.

8 Claims, 7 Drawing Sheets
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1
APPARATUS FOR CONTROLLING ROTARY
MACHINE

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is based on and claims the benefit of
priority from each of Japanese Patent Applications 2014-
152338 and 2014-154935 respectively filed on Jul. 25, 2014
and Jul. 30, 2014, the disclosure of each of which is incorpo-
rated in its entirety herein by reference.

TECHNICAL FIELD

The present disclosure relates to apparatuses for control-
ling a rotary machine electrically connected to a power con-
verter having a switching element.

BACKGROUND

There are various methods for controlling on-off switching
operations of switching elements to control harmonic current
components, one of which is disclosed in Japanese Patent
Publication No. 3852289. The disclosed method compares a
command current value determined from a value of required
torque and such harmonic current components with a carrier
signal having an amplitude predetermined based on the
amplitude of the sinusoidal command voltage. Then, the dis-
closed method performs pulse-width modulation (PWM)
control based on the results of the comparison. The PWM
control cyclically generates a drive pulse signal for driving
each switching element while adjusting a duty cycle of the
drive pulse signal based on the results of the comparison for
each switching cycle.

SUMMARY

Another method is known to control on-off switching
operations of the switching elements of the inverter. This
method uses on-off switching patterns, i.e. on-off pulse pat-
terns, for each of the switching elements. Specifically, a con-
trol apparatus includes a storage in which a plurality of on-off
switching patterns each predetermined for a corresponding
value of the amplitude of an output voltage vector of the
inverter; each of the on-off switching patterns is associated
with a corresponding value of an electrical rotational angle of
the motor.

Specifically, the control apparatus determines a phase of
the output voltage vector of the inverter in a first-order rotat-
ing coordinate system, which is defined as a coordinate sys-
tem that rotates at an angular velocity that is identical to a
fluctuating angular velocity of a fundamental component of a
current flowing in the motor in a three-phase fixed coordinate
system. The phase of the output voltage vector serves as a
manipulated variable for feedback controlling a controlled
variable, such as torque, of the motor to a target value. The
control apparatus selects, for each of the switching elements,
one of the on-off switching patterns matching with a value of
the amplitude of the output voltage vector. Then, the control
apparatus shifts the selected on-off switching pattern for each
of the switching elements by the determined phase of the
output voltage vector relative to a present value of the elec-
trical rotational angle of the motor. The control apparatus
alternately switches on and off each of the switching elements
according to a corresponding one of the shifted on-off switch-
ing patterns.
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Unfortunately, there are no specific methods for cancelling
harmonic current components included in a phase current
using such on-off switching patterns. Users for motors there-
fore desire one or more specific methods for cancelling har-
monic current components included in a phase current using
such on-off switching patterns.

In view of the circumstances set forth above, one aspect of
the present disclosure seeks to provide apparatuses for con-
trolling a rotary machine, which are capable of addressing
such desires of users for motors.

Specifically, an alternative aspect of the present disclosure
aims to provide such apparatuses, each of which is capable of
reducing a harmonic current component flowing in a rotary
machine using on-off switching patterns for a switching ele-
ment of a power converter.

According to an exemplary aspect of the present disclo-
sure, there is provided an apparatus for feedback controlling
a controlled variable of a rotary machine to thereby rotate a
rotor relative to a stator using power obtained by a power
converter. The apparatus includes a phase setter configured to
set a phase of an output voltage vector of the power converter
in a rotating coordinate system. The phase of the output
voltage vector serves as a first manipulated variable for feed-
back controlling the controlled variable of the rotary machine
to a target value. The phase setter is also configured to output
phase information including the phase of the output voltage
and an electrical rotational angle of the rotor. The rotating
coordinate system rotates as the rotor of the rotary machine
rotates. The apparatus includes an amplitude setter config-
ured to set an amplitude of the output voltage vector of the
power converter in the rotating coordinate system. The ampli-
tude of the output voltage vector serves as a second manipu-
lated variable for feedback controlling the controlled variable
of the rotary machine to the target value. The apparatus
includes a storage configured to store therein on-off switch-
ing patterns of a switching element of the power converter.
The on-off switching patterns are provided for respective
predetermined values of an amplitude parameter depending
on the amplitude of the output voltage vector. The apparatus
includes a switching unit configured to

(1) Select one of the on-off switching patterns correspond-
ing to a specified value of the amplitude parameter

(2) Extract an on or off instruction from the selected one of
the on-off switching patterns according to a change of the
phase information output from the phase setter

(3) Switch on or off the switching element according to the
extracted on or off instruction.

The apparatus includes a target harmonic current obtainer
configured to obtain, according to a phase current flowing
through at least one phase winding of the stator, a target
harmonic current component flowing in the rotary machine.
The target harmonic current component correlates with a
fundamental current component of the phase current. The
apparatus includes an inducing unit configured to superim-
pose, on at least one of the amplitude and the phase of the
output voltage vector used by the switching unit, a harmonic
signal to induce a counteracting harmonic current component
in the at least one phase winding. The harmonic signal
changes at an angular velocity identical to an angular velocity
of'the target harmonic current component. The counteracting
harmonic current component counteracts the target harmonic
current component.

This configuration superimposes, on at least one of the
amplitude and phase of the output voltage vector used by the
switching unit, a harmonic signal; the harmonic signal
changes at an angular velocity identical to an angular velocity
of the target harmonic current component. This induces the
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counteracting harmonic current component in the at least one
phase winding. The counteracting harmonic current compo-
nent induced in the at least one phase winding counteracts the
target harmonic current component, thus reducing the target
harmonic current component. This reduces torque variations
and/or iron loss of the rotary machine due to the target har-
monic current component.

The above and/or other features, and/or advantages of vari-
ous aspects of the present disclosure will be further appreci-
ated in view of the following description in conjunction with
the accompanying drawings. Various aspects of the present
disclosure can include and/or exclude different features, and/
or advantages where applicable. In addition, various aspects
of the present disclosure can combine one or more feature of
other embodiments where applicable. The descriptions of
features, and/or advantages of particular embodiments
should not be construed as limiting other embodiments or the
claims.

BRIEF DESCRIPTION OF THE DRAWINGS

Other aspects of the present disclosure will become appar-
ent from the following description of embodiments with ref-
erence to the accompanying drawings in which:

FIG. 1 is a circuit diagram of a control apparatus for con-
trolling a motor-generator according to the first embodiment
of the present disclosure;

FIG. 2 is a block diagram schematically illustrating an
example of the specific structure of a control apparatus illus-
trated in FIG. 1;

FIG. 3 is a graph schematically illustrating change of a
current vector depending on an infinitesimal change of a
voltage phase, and change of a current vector as a result of an
infinitesimal change of the amplitude of an output voltage
vector;

FIG. 4 is a graph, which is an enlarged view of the change
the current vector depending on the infinitesimal change of
the voltage phase illustrated in FIG. 3;

FIG. 5 is a graph schematically illustrating an A-axis
extending perpendicularly with respect to the changing direc-
tion of the current vector according to the first embodiment;

FIG. 6 is a graph schematically illustrating a A-axis com-
mand current in a d-q-coordinate system according to the first
embodiment;

FIG. 7 is a graph schematically illustrating an example of
the amplitude and phase of a resultant vector of a fundamental
current vector and a k-th harmonic current vector according to
the first embodiment;

FIG. 8 is a block diagram schematically illustrating an
example of the structure of each of a first harmonic processor
and a second harmonic processor illustrated in FIG. 2; and

FIG. 9 is a block diagram schematically illustrating an
example of the structure of each of a first harmonic processor
and a second harmonic processor according to the second
embodiment of the present disclosure.

DETAILED DESCRIPTION OF EMBODIMENT

The following describes embodiments of the present dis-
closure with reference to the accompanying drawings. In the
embodiments, like parts between the embodiments, to which
like reference characters are assigned, are omitted or simpli-
fied to avoid redundant description.

First Embodiment

Referring to FIG. 1, the first embodiment of the present
disclosure illustrates in FIG. 1 a three-phase motor-generator,

20

40

45

55

65

4

referred to simply as “motor-generator” 10 installed in a
target vehicle as an example of rotary machines. Each of the
embodiments uses a motor having a salient-pole structure as
the motor-generator 10. For example, each of the embodi-
ments uses an interior permanent magnet synchronous motor
(IPMSM) as the motor-generator 10.

FIG. 1 also illustrates a control system 50. The control
system 50 is equipped with an inverter 20 serving as a power
converter, a high-voltage battery 22 serving as a DC power
supply, a smoothing capacitor 24, a control system 26, and a
control apparatus 30.

The motor-generator 10 and the high-voltage battery 12
can establish electrical connection therebetween via the
inverter 20.

For example, the motor-generator 10 is provided with an
annular rotor 10a having an iron rotor core and rotatably
disposed in the motor-generator 10. The iron rotor core is, for
example, directly or indirectly coupled to a crankshaft of an
engine installed in the target vehicle to be rotatable together
with the crankshaft.

The rotor 10a has a salient-pole structure.

The rotor core of the rotor 10a is specifically provided at its
circumferential portions with at least one pair of peg manent
magnets. The permanent magnets of the at least one pair are
so embedded in the outer periphery of the rotor core as to be
symmetrically arranged with respect to the center axis of the
rotor core at regular intervals in a circumferential direction of
the rotor core.

One permanent magnet of the at least one pair has a north
pole (N pole) directed radially outward away from the center
of the rotor core. The other permanent magnet has a south
pole (S pole) directed radially outward away from the center
of the rotor core.

The rotor 10a has a direct axis (d-axis) in line with a
direction of magnetic flux created by the N pole, in other
words, in line with an N-pole center line. The rotor 10a also
has a quadrature axis (q-axis) with a phase being 7/2-radian
electrical angle leading with respect to a corresponding d-axis
during rotation of the rotor 10a. In other words, the g-axis is
electromagnetically perpendicular to the d-axis.

The d and q axes constitute a d-q coordinate system, i.e. a
first-order rotating coordinate system, defined relative to the
rotor 10a of the motor-generator 10. The first-order rotating
coordinate system is defined as a coordinate system that
rotates at an angular velocity identical to an angular velocity
of'a fundamental component of a phase current flowing in the
motor-generator 10 in the three-phase fixed coordinate sys-
tem.

An inductance Ld in the d-axis is lower than an inductance
Lq in the g-axis because the permanent magnets have a mag-
netic permeability constant lower than that of the iron. Motors
having a salient-pole structure means motors each having this
inductance characteristic of the rotor 10a.

The motor-generator 10 is also provided with a stator. The
stator includes a stator core with, for example, an annular
shape in its lateral cross section. The stator core is disposed
around the outer periphery of the rotor core such that the inner
periphery of the stator core is opposite to the outer periphery
of the rotor core with a predetermined air gap.

For example, the stator core also has a plurality of slots.
The slots are formed through the stator core and are circum-
ferentially arranged at given intervals. The stator also
includes a set of three-phase windings, i.e. armature wind-
ings, wound in the slots of the stator.

The three-phase windings, i.e. U-, V-, and W-phase wind-
ings, are wound in the slots such that the U-, V-, and W-phase
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windings are shifted, i.e. offset, by an electrical angle of, for
example, 271/3 radian in phase from each other.

For example, the three-phase armature windings, i.e. U-,
V-, and W-phase windings, each have one end connected to a
common junction, i.e. a neutral point, and the other end to a
separate terminal in, for example, a star-configuration.

The motor-generator 10 is operative to receive, at each of
the three-phase windings, one of the three phase currents to
thereby generate a rotating magnetic flux; this allows the rotor
10a to turn based on magnetic attractive force between the
rotating magnetic flux and a magnetic flux of the rotor 10a.

The high-voltage battery 22 is capable of outputting a
voltage equal to or higher than 100 V. The smoothing capaci-
tor 24 is disposed between the high-voltage battery 22 and the
inverter 20. The smoothing capacitor 24 is operative to
smooth the output voltage from the high-voltage battery 22,
and supply the smoothed output voltage to the inverter 20 as
input voltage.

The inverter 20 is designed as a three-phase inverter. The
inverter 20 is provided with a first pair of series-connected
upper- and lower-arm (high- and low-side) U-phase switch-
ing elements SUp and SUn, a second pair of series-connected
upper- and lower-arm V-phase switching elements SVp and
SVn, and a third pair of series-connected upper- and lower-
arm W-phase switching elements SWp and SWn. The inverter
20 is also provided with flywheel diodes DUp, DUn, DVp,
DVn, DWp, and DWn electrically connected in antiparallel to
the respective switching elements SUp, SUn, SVp, SVn,
SWp, and SWn.

In the first embodiment, as the switching elements S&#
(&=U,V, and W, and #=p and n), IGBTs are respectively used.

When power MOSFETs are used as the switching elements
S&H#, intrinsic diodes of the power MOSFETSs can be used as
the flywheel diodes, thus eliminating the need for external
flywheel diodes.

The first to third pairs of switching elements are parallely
connected to each other in bridge configuration.

A connection point through which the switching elements
SUp and SUn of the first pair are connected to each other in
series is connected to an output lead extending from the
separate terminal of the U-phase winding. Similarly, a con-
nection point through which the switching elements SVp and
SVn of the second pair are connected to each other in series is
connected to an output lead extending from the separate end
of the V-phase winding. Moreover, a connection point
through which the switching elements SWp and SWn of the
third pair are connected to each other in series is connected to
anoutput lead extending from the separate end of the W-phase
winding.

One end of the series-connected switching elements of
each of the first, second, and third pairs is connected to the
positive terminal of the high-voltage battery 22 via a positive
terminal of the inverter 20. The other end of the series-con-
nected switching elements of each of the first, second, and
third pairs is connected to the negative terminal of the high-
voltage battery 22 via a negative terminal of the inverter 20.

The control system 50 also includes current sensors 42V
and 42W serving as, for example, phase-current measuring
means, a voltage sensor 44 serving as, for example, voltage
measuring means, and a rotational angle sensor 46 serving as,
for example, a rotational angle measuring means.

The current sensor 42V is arranged to allow measurement
of an instantaneous V-phase alternating current IV actually
flowing through the V-phase winding of the stator. Similarly,
the current sensor 42W is arranged to allow measurement of
an instantaneous W-phase alternating current IW actually
flowing through the W-phase winding of the stator.

20

30

35

40

45

6

The current sensors 42V and 42W are communicable with
the control apparatus 30.

Each of the current sensors 42V and 42W is operative to
send, to the control apparatus 30, the instantaneous value of a
corresponding one of the V-, and W-phase alternating cur-
rents.

The voltage sensor 44 is arranged to allow measurement of
the input voltage, referred to as an input voltage VINV, to be
supplied to the inverter 20 from the high-voltage power
source 22 via the smoothing capacitor 24. The voltage sensor
42 is communicable with the control apparatus 30, and opera-
tive to send, to the control apparatus 30, the input voltage
VINV.

The rotational angle sensor 46 includes, for example, a
resolver. The rotational angle sensor 46 is for example con-
figured to measure, i.e. monitor, a rotational angle, i.e. an
electrical rotational angle, e of the rotor 10a of the motor-
generator 10 every control cycle of the control apparatus 30
described later; the rotational angle 6e of the rotor 10a of the
motor-generator 10 represents a rotational angle of the d-axis
of the rotor 10a. The rotational angle sensor 46 is communi-
cable with the control apparatus 30, and operative to send, to
the control apparatus 30, the monitored rotation angle 6e of
the rotor 10a every control cycle.

The control apparatus 30 is designed as, for example, a
computer circuit including essentially, for example, a CPU
30CP and a memory 30ME serving as, for example, a storage
according to the present disclosure.

The control apparatus 30 is connected to the control system
26 for inputting, to the control apparatus 30, target torque, i.e.
request torque, Trq* for the motor-generator 10. For example,
a control apparatus, which is higher in hierarchy than the
control apparatus 30, can be used as the control system 26 if
the control apparatuses are arranged in a hierarchical relation-
ship.

The control apparatus 30 is designed to receive the mea-
sured values output from the sensors 42V, 42W, 44, and 46,
and the target torque Trq* as received pieces of data. Then, the
control apparatus 30 is designed to generate, based on the
received pieces of data set forth above, drive signals, i.e.
pulse-width modulated (PWM) signals, g&# for individually
driving the respective switching elements S&# of the inverter
20.

The control apparatus 30 is designed to supply the drive
signals g&# to the control terminals of the respective switch-
ing elements S&# of the inverter 20.

This individually turns on or off the respective switching
elements S&#, thus converting the input voltage VINV into a
controlled AC voltage, so that the controlled AC voltage is
supplied to the motor-generator 10. The drive signals g&#
aim to switch the respective switching elements S&# to feed-
back control at least one controlled variable, such as torque,
generated by the motor-generator 10 so that the at least one
controlled variable matches the target torque Trq*.

For example, the control apparatus outputs the drive sig-
nals g&# that complementarily turns on the upper- and lower-
arm switching elements S&p and S&n of each pair while dead
times during which the upper- and lower-arm switching ele-
ments S&p and S&n are simultaneously turned off are
ensured. Introducing the dead time prevents the upper and
lower-arm switching elements S&p and S&n from being
simultaneously on.

Each of the drive signals g&# has a predetermined duty
factor, i.e. a controllable on-pulse width for each switching
cycle, in other words, a predetermined ratio, i.e. percentage,
of'on duration to the total duration of each switching cycle for
a corresponding one of the switching elements S&#.
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Next, the following describes an example of the specific
structure of the control apparatus 30 for performing torque
control, i.e. torque feedback control, including amplitude
control and phase control, to generate the drive signals g&#
for the respective switching elements S&p and S&n every
predetermined control period with reference to FIG. 2.

As illustrated in FIG. 2, the control apparatus 30 includes a
two-phase converter 30a, a torque estimator 305, a torque
deviation calculator 30c, a phase setter 30d, an electrical
angle adder 30e, a first shifter 30f/'and a second shifter 30g.
The control apparatus also includes a command voltage setter
304, a velocity calculator 30/, a velocity multiplier 30;, a
corrector 30%, a first harmonic processor 31A, a second har-
monic processor 31B, a correction calculator 32, and U-, V-,
and W-phase drive signal generators 33U, 33V, and 33W.

For example, the modules 30a to 30%, 31A, 31B, 32, and
33U to 33W cooperatively operate to carry out the torque
control including the phase control and the amplitude control
described in detail hereinafter. The modules 30a to 30k, 31A,
31B, 32, and 33U to 33W can be implemented as hardware
modules, software modules, and/or hardware-software
hybrid modules.

First, the following describes operations of some of the
modules 30a to 30k, 31A, 31B, 32, and 33U to 33W for
performing mainly the phase control.

The two-phase converter 30a, which serves as, for
example, a two-phase converter, receives instantaneous V-
and W-phase currents Iv and Iw measured by the respective
current sensors 42V and 42W and the rotational angle 6e of
the d-axis of the rotor 10a measured by the rotational angle
sensor 46.

The two-phase converter 30a calculates an instantaneous
U-phase current [U based on the instantaneous V- and
W-phase currents IV and IW in accordance with Kirchhoffs
law. Then, the two-phase converter 30a converts the instan-
taneous U-, V-, and W-phase currents [U; IV, and IW in a
three-phase fixed-coordinate system into d- and g-axis cur-
rents Idr and Iqr in the first-order rotating coordinate system,
i.e. the d-q coordinate system, based on the electrical rota-
tional angle Be of the rotor 10a. The stator coordinate system
is fixedly defined relative to the stator; the stator coordinate
system has fixed three axes corresponding to the three-phase
windings of the stator. The two-phase converter 30a performs
the conversion using correlations between the first-order
rotating coordinate system and the stator coordinate system
as a function of the electrical rotational angle Oe.

The torque estimator 305 is operatively connected to the
two-phase converter 30a. The torque estimator 305 is opera-
tive to calculate estimated torque Te for torque actually cre-
ated by the motor-generator 10 based on the d-axis and g-axis
currents Idr and Iqr input from the two-phase converter 30a.

For example, the torque estimator 305 calculates the esti-
mated torque Te using, for example, information F1 in data-
table (map) format, in mathematical expression format, and/
or program format. The information F1, which is for example
stored in the memory 30ME includes a function, i.e. correla-
tion, of values of the estimated torque Te with respect to the
pair of values of the d-axis current Idr, and values of the g-axis
current Igr. The torque estimator 305 can retrieve a value of
the estimated torque Te corresponding to values of the d-axis
and g-axis currents Idr and Igr in the information F1.

When the information F1 includes one or more model
equations, the one or more model equations are defined based
on variables of the d-axis and g-axis currents Idr and Iqr. The
torque estimator 305 can assign values of the d-axis and
g-axis currents Idr and Iqr to the one or more model equations,
thus calculating estimated torque Te.
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The torque deviation calculator 30c¢ is operatively con-
nected to the torque estimator 305, and subtracts the esti-
mated torque Te from the target torque Trq* to thereby cal-
culate a torque deviation AT between the estimated torque Te
and the target torque Trq*. Note that the control apparatus 30
can include a filter, such as a low-pass filter, which eliminates
high-frequency components, which are higher than a prede-
termined threshold frequency, from the estimated torque Te
calculated by the torque estimator 305. This modification can
cause the torque deviation calculator 30c to subtract the cor-
rected estimated torque Te from the target torque Trq* to
thereby calculate the torque deviation AT between the cor-
rected estimated torque Te and the target torque Trq*.

The phase setter 30d, which serves as, for example, a
voltage phase setter, is operatively connected to the torque
deviation calculator 30c. The phase setter 30d sets, i.e. cal-
culates, based on the torque deviation AT, a phase ¢ of an
output voltage vector Vnvt of the inverter 20 in the first-order
rotating coordinate system. That is, the phase ¢ of the output
voltage vector Vnvt serves as a manipulated variable for feed-
back controlling the estimated torque Te to match with the
target torque Trq*. The voltage vector Vnvt has a d-axis
voltage component Vd and a g-axis voltage component Vq in
the first-order rotating coordinate system.

Specifically, the phase setter 30d according to the first
embodiment calculates the phase ¢ of the output voltage
vector Vnvt in accordance with a predetermined proportional
gain and a predetermined integral gain, i.e. feedback gains, of
a proportional-integral (PI) feedback control algorithm (PI
algorithm) using the torque deviation AT as its input.

Inthe PI algorithm, the phase ¢ of the output voltage vector
Vvt is expressed based on the sum of an output, i.e. a pro-
portional gain term, of a proportional unit based on the pro-
portional gain and an output, i.e. an integral gain term, of an
integrator based on the integral gain.

The proportional gain for the phase ¢ of the output voltage
vector Vnvt contributes to change in the phase ¢ of the output
voltage vector Vnvt in proportion to the temporal torque
deviation AT from a target value of zero.

The integral gain is proportional to an accumulated offset
of instantaneous values of the torque deviation AT over time
to reset the accumulated offset (steady-state deviation) over
time to zero.

The phase ¢ of the output voltage vector Vnvt, which will
be referred to as a voltage phase ¢, is defined such that a
counter clockwise rotational direction from the positive side
of the d-axis toward the positive side of the g-axis represents
the positive direction of the voltage phase ¢. The phase setter
30d advances, in accordance with the definition of the voltage
phase ¢, the voltage phase ¢ when the estimated torque Te is
lower than the target torque Trq*. The phase setter 304 also
delays, in accordance with the definition of the voltage phase
¢, the voltage phase ¢ when the estimated torque Te is higher
than the target torque Trq*.

The first harmonic processor 31A is operatively connected
to the phase setter 30d. The first harmonic processor 31A
superimposes a phase harmonic signal ¢pr on the voltage phase
¢ output from the phase setter 304, in other words, combines
(synthesizes) the phase harmonic signal ¢r on the voltage
phase ¢. Detailed operations of the first harmonic processor
31A will be described later.

The electrical angle adder 30e is operatively connected to
the phase setter 304, and adds the electrical rotational angle
Be to a voltage phase §, which will be described later, includ-
ing the voltage phase ¢ on which the phase harmonic signal ¢r
is superimposed. Then, the electrical angle adder 30e outputs
an angle (Be+d) as a result of the addition.
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The first shifter 30fis operatively connected to the electri-
cal angle adder 30e¢, and subtracts an electrical angle of 2'/3
from the output angle (Be+9) of the electrical angle adder 30e,
thus shifting, i.e. advancing, the output angle (6e+9d) by the
electrical angle of 2m/3.

The second shifter 30g is operatively connected to the
electrical angle adder 30e, and adds an electrical angle of 27t/3
to the output angle (Be+9) of the electrical angle adder 30e,
thus shifting, i.e. retarding, the output angle (6e+9) by the
electrical angle of 2m/3.

This combination of the modules 30e, 30/, and 30g serves
to generate a first reference angle OU equal to the angle (Be+9)
output from the module 30e, a second reference angle 6V
equal to the angle (6e+0-2m/3) output from the module 307,
and a third reference angle W equal to the angle (Be+0+2m/
3) output from the module 30g. These angles (6e+9), (Be+d-
2m/3), and (Oe+d+27/3) have been offset by an electrical
angle of 271/3 from each other.

Next, the following describes operations of some of the
modules 30a to 30k, 31A, 318, 32, and 33U to 33W for
performing mainly the amplitude control.

The command-voltage setter 30/, which serves as a com-
mand amplitude setter, has, for example, information F2 in
data-table (map) format, in mathematical expression format,
and/or program format. The information F2, which is for
example stored in the memory 30ME, includes a function, i.e.
acorrelation, of values ofanormalized amplitude Vn/w of the
output voltage vector Vnvt in the first-order rotating coordi-
nate system with respect to values of the target torque Trq*.
The amplitude Vn of the output voltage vector Vavt of the
inverter 20 is defined as the square root of the sum of the
square of the d-axis voltage component Vd and the square of
the q-axis voltage component Vq of the output voltage vector
Vnvt. The normalized amplitude Vi/w of the output voltage
vector Vnvt represents division of the command value of the
amplitude Vn of the output voltage vector Vvt from the
inverter 20 by the electrical angular velocity w of the rotor
10a.

The velocity calculator 30i is operatively connected to the
command-voltage setter 30/, and calculates the electrical
angular velocity o of the rotor 10a based on the electrical
rotational angle Oe of the rotor 10a measured by the rotational
angle sensor 46.

The velocity multiplier 305 is operatively connected to the
command-voltage setter 30/ and to the velocity calculator
30/, and multiplies the normalized command-voltage ampli-
tude Vn/w by the electrical angular velocity w. This multipli-
cation calculates a value of the amplitude Vn of the output
voltage vector Vnvt. The value of the amplitude Vn of the
output voltage vector Vvt serves as a manipulated variable
for feedforward controlling the torque of the motor-generator
10 to match with the target torque Trq*.

The corrector 30% is operatively connected to the velocity
multiplier 307, and adds, to the value of the amplitude Vn of
the output voltage vector Vvt output from the velocity mul-
tiplier 30/, an amplitude correction AV calculated by the
correction calculator 32. This addition calculates the sum of
the value of the amplitude Vn of the output voltage vector
Vnvt and the amplitude correction AV, as a correction value of
the value of the amplitude Vn of the output voltage vector
Vnvt. The sum of the value of the amplitude Vn of the output
voltage vector Vnvt and the amplitude correction AV will be
referred to as a corrected voltage amplitude (Vn+AV) here-
inafter. Detailed operations of the correction calculator 32
will be described later.

The second harmonic processor 31B is operatively con-
nected to the corrector 30%. The second harmonic processor
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31B superimposes an amplitude harmonic signal Vr on the
corrected voltage amplitude (Vn+AV) output from the cor-
rector 30k, i.e. combines (synthesizes) the amplitude har-
monic signal Vr and the corrected voltage amplitude (Vn+
AV). Detailed operations of the second harmonic processor
31B will be described later.

The U-phase drive signal generator 33U is operatively
connected to the second harmonic processor 31B and the
electrical angle adder 30e. The U-phase drive signal generator
33U generates U-phase drive signals gUp and gUn according
to the corrected voltage amplitude (Vn+AV) on which the
voltage harmonic signal Vr is superimposed, the first refer-
ence angle 0U, and the input voltage VINV. Then, the
U-phase drive signal generator 33U outputs the U-phase drive
signals gUp and gUn to the control terminals of the respective
U-phase switching elements SUp and SUn of the inverter 20,
thus controlling on-oft operations of the respective switches
SUp and SUn.

The V-phase drive signal generator 33V is operatively con-
nected to the second harmonic processor 31B and the first
shifter 30f. The V-phase drive signal generator 33V generates
V-phase drive signals gVp and gVn according to the corrected
voltage amplitude (Vn+AV) on which the voltage harmonic
signal Vr is superimposed, the second reference angle 6V, and
the input voltage VINV. Then, the V-phase drive signal gen-
erator 33V outputs the V-phase drive signals gVp and gVn to
the control terminals of the respective V-phase switching
elements SVp and SVn of the inverter 20, thus controlling
on-off operations of the respective switches SVp and SVn.

The W-phase drive signal generator 33W is operatively
connected to the second harmonic processor 31B and the
second shifter 30g. The W-phase drive signal generator 33W
generates W-phase drive signals gWp and gWn according to
the corrected voltage amplitude (Vn+AV) on which the volt-
age harmonic signal Vr is superimposed, the third reference
angle OW, and the input voltage VINV. Then, the W-phase
drive signal generator 33 W outputs the W-phase drive signals
gWp and gWn to the control terminals of the respective
W-phase switching elements SWp and SWn of the inverter
20, thus controlling on-oftf operations of the respective
switches SWp and SWn.

The following describes detailed operations of each of the
U-, V-, and W-phase drive signal generators 33U, 33V, and
33W, which serves as, for example, a switching unit, for
generating these switching signals gUp, gUn, gVp, gVn,
gWp, and gWn.

At least one of the U-, V-, and W-phase drive signal gen-
erators 33U, 33V, and 33W calculates a modulation factor M
based on normalization of the input voltage VINV using a
voltage amplitude Vk, which will be described later, includ-
ing the corrected voltage amplitude (Vn+AV) on which the
amplitude harmonic signal Vr is superimposed. Specifically,
at least one of the U-, V-, and W-phase drive signal generators
33U, 33V, and 33W divides the voltage amplitude Vk by half
of'the input voltage VINV to obtain a quotient, and divides the
quotient by VT3,

thus calculating the modulation factor M.

Each of the U-, V-, and W-phase drive signal generators
33U, 33V, and 33W uses, for example, a map MAP in data-
table format, in mathematical expression format, and/or pro-
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gram format; the maps MAP for the respective drive signal
generators 33U, 33V, and 33W are for example stored in the
memory 30ME.

The map MAP for the U-phase includes, as map data,
predetermined waveforms of a drive signal, i.e. predeter-
mined high- and low-level pulse patterns thereof, each corre-
lating with a corresponding one of specified values of the
modulation factor M for the U-phase.

Each of the high- and low-level pulse patterns of the drive
signal for the U-phase includes high and low pulses, each of
which correlates with a corresponding value of the angular
range of the first reference angle 60U equal to (Be+¢) corre-
sponding to one cycle, i.e. 360 degrees (27), of the electrical
rotational angle 6e of the rotor 10a.

The waveform of each of the high- and low-level pulse
patterns of the drive signal for the U-phase is antisymmetric
about 180 degrees () of the rotation angle 6e of the rotor 10a.
Specifically, in each high- and low-level pulse pattern, if a
pulse at any angle relative to 180 degrees within a first range
from 180 to 0 degrees of the electrical rotational angle Oe is a
high level, a pulse at the corresponding angle relative to 180
degrees within a second range from 180 to 360 degrees ofthe
electrical rotational angle Be is a low level, and vice versa.

This waveform of each of the high- and low-level pulse
patterns of the drive signal for the U-phase is for example
configured to induce a substantially sinusoidal U-phase volt-
age in the U-phase winding.

Additionally, pieces of map data, i.e. high- and low-level
pulse patterns, of the drive signal for the U-phase are stored in
the memory 30ME so as to correlate with the respective
specified values of the modulation factor M.

The high level in each of the on-off pulse patterns of the
drive signal for the U-phase represents an on instruction to
switch on a corresponding U-phase switching element, and
the low level represents an off instruction to switch off a
corresponding U-phase switching element.

Like the U-phase, the map MAP for the V-phase includes,
as map data, predetermined waveforms of a drive signal, i.e.
predetermined high- and low-level pulse patterns thereof,
each correlating with a corresponding one of specified values
of the modulation factor M for the V-phase.

Each of the high- and low-level pulse patterns of the drive
signal for the V-phase includes high and low pulses, each of
which correlates with a corresponding value of the angular
range of the second reference angle 8V equal to (Be+¢p-27/3)
corresponding to one cycle, i.e. 360 degrees (2m), of the
electrical rotational angle Be of the rotor 10a.

Similarly, like the U-phase, the map MAP for the W-phase
includes, as map data, predetermined waveforms of a drive
signal, i.e. predetermined high- and low-level pulse patterns
thereof, each correlating with a corresponding one of speci-
fied values of the modulation factor M for the W-phase.

Each of the high- and low-level pulse patterns of the drive
signal for the W-phase includes high and low pulses, each of
which correlates with a corresponding value of the angular
range of the second reference angle OW equal to (Be+¢+27/3)
corresponding to one cycle, i.e. 360 degrees (2m), of the
electrical rotational angle Be of the rotor 10a.

In particular, for each of the specified values of the modu-
lation factor M, the waveform of a corresponding high- and
low-level pulse pattern of the drive signal for the U-phase, the
waveform of a corresponding high- and low-level pulse pat-
tern of the drive signal for the V-phase, and the waveform of
a corresponding high- and low-level pulse pattern of the drive
signal for the W-phase are identical to each other.

Specifically, each of the U-, V-, and W-phase drive signal
generator 33U selects a high- and low-level pulse pattern of
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the drive signal gUp in a corresponding map MAP for a
corresponding one of the switching elements SUp, SVp, and
SWp; the selected high- and low-level pulse pattern correlates
with the calculated value of the modulation factor M.

Then, the U-phase drive signal generator 33U extracts a
high- or low-level pulse, i.e. an on or off instruction, from the
selected high- and low-level pulse pattern of the drive signal
gUp according to every predetermined angular change of the
U-phase reference angular signal 6U, which is an example of
phase information. That is, the extracted high- or low-level
pulse corresponds to a present value of the U-phase reference
angular signal U.

Similarly, the V-phase drive signal generator 33V extracts
a high- or low-level pulse, i.e. an on or off instruction, from
the selected high- and low-level pulse pattern of the drive
signal gVp according to every predetermined angular change
of the V-phase reference angular signal 8V, which is an
example of phase information. That is, the extracted high- or
low-level pulse corresponds to a present value of the V-phase
reference angular signal 6V.

In addition, the W-phase drive signal generator 33W
extracts a high- or low-level pulse, i.e. an on or off instruction,
from the selected high- and low-level pulse pattern of the
drive signal gWp according to every predetermined angular
change of the W-phase reference angular signal W, which is
an example of phase information. That is, the extracted high-
or low-level pulse corresponds to a present value of the
W-phase reference angular signal OW.

Note that each of the U-, V-; and W-phase drive signal
generators 33U, 33V, and 33W automatically determines a
high- or low-level pulse, i.e. an on or off instruction, of a
corresponding one of the drive signals g&n as the reverse of
the extracted high- or low-level pulse, i.e. on or off instruction
extracted for the corresponding drive signal g&p.

Specifically, the U-phase drive signal generator 33U out-
puts, to the switching element SUp,

(1) An on or off instruction of the corresponding drive
signal gUp included in a selected common high- and low-
level pulse pattern corresponding to a present value of the
modulation factor M

(2) The reverse of the on or off instruction of the drive
signal gUp to the switching signal gUn as the drive signal
gUn.

Retarded 120 electrical angular degrees in phase with
respect to the output timing of the drive signal gUp, the
V-phase drive signal generator 33V outputs, to the switching
element SVp,

(1) The same on or off instruction of the corresponding
drive signal gVp included in the selected common high- and
low-level pulse pattern corresponding to a present value of the
modulation factor M

(2) The reverse of the on or off instruction of the drive
signal gVp to the switching signal gVn as the drive signal
gvn.

Advanced 120 electrical angular degrees in phase with
respect to the output timing of the drive signal gUp, the
W-phase drive signal generator 33W outputs, to the switching
element SWp,

(1) The same on or off instruction of the corresponding
drive signal gWp included in the selected common high- and
low-level pulse pattern corresponding to a present value of the
modulation factor M

(2) The reverse of the on or off instruction of the drive
signal gWp to the switching signal gWn as the drive signal
gWn.

That is, the same on or off instructions are outputted to the
respective switching elements SUp, SVp, and SWp with
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phase differences of 120 electrical degrees (27/3) therebe-
tween, and the same on or off instructions are outputted to the
respective switching elements SUn, SVn, and SWn with
phase differences of 120 electrical degrees (27/3) therebe-
tween. This controls on-off operations of the respective
switches S&# such that sinusoidal U-, V-, and W-phase cur-
rents, which have phase differences of 120 electrical degrees
therebetween, flow through the respective U-, V- and
W-phase windings of the starter of the motor-generator 10.

Next, the following describes how to design the correction
calculator 32, which serves as, for example, a manipulated
amplitude variable calculator, with reference to FIGS. 3 to 5.

The following equation [eql] describes a voltage equation
for a permanent-magnet synchronous motor:

vd Idr 0
[Vq}_ 1qr}+[w-w}

Where p represents a differential operator, R represents the
resistance of each-phase armature winding, [.d represents the
inductance in the d-axis, L.q represents the inductance in the
g-axis, and  represents an rms value of permanent-magnet
flux linkage to each-phase armature winding.

A steady state of the motor-generator 10, in which the rpm
of the rotor 10q is kept constant, permits a transient state of
the motor-generator 10 to be ignorable, resulting in the value
of the differential operator p being set to zero. In the steady
state of the motor-generator 10, it is assumed that the follow-
ing conditions are satisfied:

(1) The rpm of the rotor 10a of the motor-generator 10 is a
sufficiently high value

(2) The resistance R of each-phase armature winding is
sufficiently smaller than a value of w-L.d , which is expressed
by R<<w-Ld

(3) The resistance R of each-phase armature winding is
sufficiently smaller than a value of w-Lq , which is expressed
by R<<w'Lq.

This assumption permits the following voltage equation
[eq2] to be derived from the voltage equation [eql]:

vd _ 0 —w-Lg [ Idr 0
[Vq}_[w-m 0 qur}+[w-w}
The correspondence among the d- and g-axis voltage com-
ponents Vd and Vq, the voltage phase ¢, and the value of the

amplitude Vn ofthe output voltage vector Vnvt is given by the
following equation [eq3]:

vd _

[Vq} N

A voltage equation of a permanent-magnet synchronous
motor when the voltage phase ¢ changes by an infinitesimal

value A¢ is expressed by the following equation [eq4] based
on the equations [eq2] and [eq3]:

[ P P E

Where
Vd="Vn cos(¢p+A¢p)=Vn(cos pcos Adp—sin Psin
AQ)=Vd-A¢-Vusinn ¢

—w-Lg
p-Lg+R

[p-Ld+R [eq 1]

w-Ld

leq 2]

[ Vn-congp } [eq 3]

Vn-sing

1dg
Ig¢

leq 4]

Vab=Vusin(¢p+Ad)=Vr(sin pcos Ap+cos ¢psin AP)=Vg+
AP-VncOs ¢
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Subtracting the equation [eq2] from the equation [eq4]
derives the following equation [eq5]:

[quﬁ—Vd} [eq 5]

_w.LqH
Vap - Vg

0 1d¢ — Idr
“lw-Ld 0

Iq¢ — Igr

The value (id¢-Idr) at the right side of the equation [eq5]
represents a d-axis current change Ald¢, and the value (Iq¢-
Iqr) at the right side of the equation [eq5] represents a g-axis
current change Al¢. Solving the equation [eq5] in terms of the
d-axis current change Ald¢ and the g-axis current change
Alq¢ derives the following equation [eq6]:

cosg [eq 6]
Aldp] [ 0 —w-Lg|[Vdp-Vd| vr| g R
[Alqzb}_[w-m 0 qu¢_vg]—z sing ¢

Ig

FIG. 3 illustrates the voltage vector Vnvt having the voltage
phase ¢ and a current vector Invt based on the voltage vector
Vnvt. A current vector Invt is defined as the square root of the
sum of the square of a d-axis current Idr and the square of a
g-axis current Iqr. FIG. 3 also illustrates change of the current
vector Invt depending on an infinitesimal change A¢ of the
voltage phase ¢ using reference character Al¢. FIG. 3 further
illustrates change of the current vector Invt depending on an
infinitesimal change AIVn of the amplitude Vn of the output
voltage vector Vnvt using reference character Alvn.

FIG. 4 is an enlarged view of the change Al¢ of the current
vector Invt depending on the infinitesimal change A¢ of the
voltage phase ¢. The equation [eq6] permits the change direc-
tion a of the current vector Invt with respect to the d-axis
depending on the infinitesimal change of the voltage phase ¢
to be expressed by the following equation [eq7]:

oo tan,l(Alqtﬁ) [eq 7]

Aldp

(i

FIG. 4 shows that the arctangent operation in the equation
[eq7] permits the change direction a of the current vector Invt
with respect to the d-axis to be calculated between — and +7
inclusive.

The control apparatus 30 according to the first embodiment
particularly calculates the change direction a of the current
vector Invt with respect to the d-axis as +m/2 when the
denominator of

Algd
Aldg

at the right side of the equation [eq7] becomes zero and the
numerator thereof becomes a positive value. The control
apparatus 30 according to the first embodiment also calcu-
lates the change direction a of the current vector Invt with
respect to the d-axis as —/2 when the denominator of

Alg
Aldg

at the right side of the equation [eq7] becomes zero and the
numerator thereof becomes a negative value.
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FIG. 5 illustrates a coordinate axis, which is referred to as
aA-axis, extending perpendicularly with respect to the chang-
ing direction ofthe current vector Invt. A A-axis component of
the change Alvn of the current vector Invt depending on the
infinitesimal change AVn of the amplitude Vn of the output
voltage vector Vnvt means a component of the change Alvn of
the current vector Invt projected on the A-axis. The A-axis
component of the change Alvn of the current vector Invt
illustrated in FIG. 5 is a current independent from change of
the voltage phase ¢. The correction calculator 32 according to
the first embodiment is designed to use the A-axis component
of'the change Alvn of the current vector Invt for calculation of
the amplitude correction AV. Using the A-axis component of
the change Alvn of the current vector Invt permits interfer-
ence between the amplitude control and the phase control to
be reduced. The angle A between the d-axis and the A-axis,
which is required to set the A-axis, is expressed by the fol-
lowing equation [eq8]:

leq 8]

Next, the following describes an example of the character-
istic structure of the correction calculator 32 based on the
design concept set forth above with reference to FIG. 2.

The correction calculator 32 includes a A-axis setter 32a, a
command current setter 325, a A-axis command current cal-
culator 32¢, a A-axis actual current calculator 324, a current
deviation calculator 32¢, and an amplitude correction calcu-
lator 32f

The A-axis setter 32a is operatively connected to the phase
setter 30d. The A-axis setter 32a calculates, based on the d-
and g-axis inductances [.d and L.q and the voltage phase ¢
output from the phase setter 304, the angle A between the
d-axis and a A-axis in accordance with the equation [eq8]. The
A-axis serves as an interference reduction axis, i.e. a non-
interference axis or an independent axis, in the d-q coordinate
system. The A-axis is configured such that a component of
change of the current vector Invt, which is projected on the
A-axis, has reduced interferences, for example, no interfer-
ences or little interference, from change of the voltage phase
¢. In other words, the component of change of the current
vector Invt projected on the A-axis is sufficiently free from
interferences from change of the voltage phase ¢. The A-axis
set by the A-axis setter 32a changes depending on change of
the driven conditions of the motor-generator 10. Note that the
feature that the component of change of the current vector
Invt, which is projected on the A-axis, causes reduced inter-
ferences from change of the voltage phase ¢ can include that
both

(1) The ?-axis does not interfere at all from change of the
voltage phase ¢

(2) The h-axis allows aminimum level of interference from
change of the voltage phase ¢ unless the minimum level of
interference reduces the controllability of the controlled vari-
able, such as the estimated torque Te, of the motor-generator
10.

The command current setter 325 sets, based on the target
torque, i.e. target torque, Trq*, a d-axis command current Id*
and a q-axis command current Iq*. For example, the com-
mand current setter 325 according to the first embodiment
carries out maximum torque control. Note that the maximum
torque control is designed to always achieve a maximum
torque at any value of the current vector Ivnt, in other words,
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most efficiently achieve the torque of the motor-generator 10
at any value of the current vector Ivnt.

Specifically, the command current setter 325 sets the d-axis
command current Id* and a g-axis command current Iq* in
accordance with the following equation [eq8a]:

W W2 [eq 3a]

_ _ 2
= 51 N qig-1ar T

For example, the maximum torque control is described on
page 23 of “Design and Control of Interior Permanent Mag-
net Synchronous motor” authored by Takeda et al and pub-
lished by Ohmsha, [.td, at page 23.

The A-axis command current calculator 32¢ is operatively
connected to the A-axis setter 32a and the command current
setter 32b. The A-axis command current calculator 32¢ cal-
culates, based on the angle A set by the A-axis setter 32a and
the d- and g-axis command currents Id* and Ig* set by the
command current setter 325, a A-axis command current IA* in
accordance with the following equation [eq9] (see FIG. 6):

IN*=]d*-cos MIg*-sin M[eq9]

Note that FIG. 6 illustrates an actual command current
vector In* having the d- and g-axis axis command currents
Id* and Iq*, and a present current vector Ivnt having a d-axis
current Idr and a g-axis current Iqr actually obtained by the
two-phase converter 30a.

The A-axis actual current calculator 324 is operatively con-
nected to the two-phase converter 30a and the A-axis setter
32a. The h-axis actual current calculator 32d calculates,
based on the d-axis and q-axis currents Idr and Iqr obtained by
the two-phase converter 30a and the angle A, set by the A-axis
setter 32a, an actual A-axis current IAir in accordance with the
following equation [eql0] (see FIG. 6):

Ihr=Idr-cosh+Igrsin h [eq 10]

The A-axis set by the A-axis setter 32a changes depending
on change of the driven conditions of the motor-generator 10.
This causes the actual A-axis current IAr and the A-axis com-
mand current IA* to change depending on change of the drive
conditions of the motor-generator 10.

The current deviation calculator 32e is operatively con-
nected to the A-axis command current calculator 32¢ and the
A-axis actual current calculator 324. The current deviation
calculator 32¢ subtracts the A-axis current IAr from the A-axis
command current IA,* to thereby calculate a current deviation
AT\, between the A-axis current IAr and the A-axis command
current iA*. For example, a filter, for example, a low-pass
filter, can be provided in the control apparatus 30. The filter
can eliminate high-frequency components higher than a pre-
determined threshold frequency from the A-axis current [hr
actually obtained by the A-axis actual current calculator 324d.
In this modification, the current deviation calculator 32e¢ can
subtract the corrected A-axis current [Ar output of the filter
from the A-axis command current I\, * to thereby calculate the
current deviation AIA, between the corrected A-axis current
TAr and the A-axis command current iA*.

The amplitude correction calculator 32fis operatively con-
nected to the current deviation calculator 32e. The amplitude
correction calculator 32/, which serves as, for example, an
amplitude setter, calculates, based on the current deviation
ATh, the amplitude correction AV serving as a manipulated
variable for feedback controlling the A-axis current IAir to
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match with the A-axis command current IA*, in other words,
for feedback controlling the estimated torque Te to match
with the target torque Trq*.

Specifically, in the first embodiment, the amplitude correc-
tion calculator 32f calculates the amplitude correction AV in
accordance with a predetermined proportional gain and a
predetermined integral gain of a PI feedback control algo-
rithm (PI algorithm) using the current deviation AIA as its
input.

In the PI algorithm, the amplitude correction AV is
expressed based on the sum of an output, i.e. a proportional
gain term, of a proportional unit based on the proportional
gain and an output, i.e. an integral gain term, of an integrator
based on the integral gain.

The proportional gain for the amplitude correction AV
contributes to change in the amplitude correction AV in pro-
portion to the temporal current deviation AIA from a target
value of zero.

The integral gain is proportional to an accumulated offset
of instantaneous values of the current deviation AIA over time
to reset the accumulated offset (steady-state deviation) over
time to zero.

The configuration of the control apparatus 30 calculates the
amplitude correction AV based on the A-axis current IAr in the
A-axis, which is a non-interference axis having no or little
interference from change of the voltage phase thus reducing
interference between the amplitude control and the phase
control. This configuration permits the proportional gain and
the integral gain of the amplitude correction calculator 32/to
increase. This gain increase improves a response, i.e. a
response performance, of the feedback control in the ampli-
tude control up to a level identical to a level of the response of
the feedback control in the phase control. This improvement
permits the control apparatus 30 to maintain both higher
controllability of the torque of the motor-generator 10, and
higher controllability of the three-phase currents flowing in
the motor-generator 10 even if a disturbance having an influ-
ence on the voltage amplitude Vn occurs, or the target torque
Trq* transiently changes.

The configuration of the control apparatus 30 also main-
tains both higher controllability of the torque of the motor-
generator 10, and higher controllability of the three-phase
currents flowing in the motor-generator 10 even if the feed-
forward control of the torque of the motor-generator 10 to
match with the target torque Trq* is improperly carried out.
The improperly execution of the feedforward control includes
a case where the information F2 used by the command-volt-
age setter 30 is inappropriately determined.

The following describes the reasons why the control appa-
ratus 30 incorporates therein the first and second harmonic
processors 31A and 31B.

As described above, the control apparatus 30 is designed to
cause sinusoidal U-; V-, and W-phase currents, which have
phase differences of 120 electrical degrees therebetween, to
flow through the respective U-, V-, and W-phase windings of
the starter of the motor-generator 10 on the precondition that

(a) Magnetic characteristics of the motor-generator 10,
which include the d- and q-axis inductances [.d and [.q and an
induced-voltage constant, are ideal magnetic characteristics

(2) The ideal magnetic characteristics can induce ideal
sinusoidal three-phase voltages from the respective three-
phase windings.

This achieves required torque of the motor-generator 10
with reduced harmonic torque components.

Unfortunately, the magnetic characteristics of the motor-
generator 10 may have gaps with respect to the ideal magnetic
characteristics due to various causes including the variations
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in the d- and g-axis inductances L.d and Lq and/or the
induced-voltage constant. These gaps may cause each of the
U-, V-, and W-phase currents U, IV, and IW to include
harmonic current components as expressed by the following
equations [eql1]:

Irl-cos(@e + p1) + Irk - cos(k - Oe + k) [eq 11]
%) 2 2
Wl Irl -cos(@e -37 + ¢1) + Irk-cos(k -0e — 37 + ¢k)
144

2 2
Irl -cos(@e + §7r + ¢1) + Irk - cos(k -Oe + §7r + ¢k)

Where the right-hand first term of each of the equations
[11] represents a fundamental current component having the
amplitude of Ir1 and the phase of ¢1 of a corresponding one of
the U-, V-, and W-phases. The right-hand second term of each
of the equations [11] represents harmonic current compo-
nents having the amplitude of Jr and the phase of ¢k of a
corresponding one of the U-, V-, and W-phases. In other
words, the right-hand second term of each of the equations
[11] represents that k-th, i.e. (1£6n)-th, harmonic current
components are included in each of the U-, V-, and W-phases.

The reference character k is defined as 1+6n where n is an
integer other than zero. Harmonic current components, which
change at an electrical angular velocity that is k-times higher
than the electrical angular velocity o of the rotor 10a, will
also be referred to as k-th order harmonic current components
or k-th higher-order harmonic current components. That is,
the right-hand second term of each of the equations [11]
represents k-th order harmonic current components.

The following equation [12] permits the U-, V-, and
W-phase currents [U, IV, and IW each including such k-th
order harmonic current components to be transformed to d-
and g-axis currents Id and Iq in the first-order rotating coor-
dinate system:

2 2 12
cosfe cos(@e - —n] cos(@e + —n] 1u leq 12]

o) = ) b

o1 | 2 s
—simge  —si. E—gﬂ —S1 (4 §7T

Irl -cosgl + Irk - cos[(k — 1)0e + k]
[ Irl-singl + Irk -sin[(k — 1)0e + k]

w

FIG. 7 illustrates the amplitude It and phase ¢t of a resultant
vector It of a fundamental current vector having an amplitude
Ir1 and a phase ¢ and a k-th harmonic current vector having an
amplitude Irk and a phase ¢k.

The equation [12] shows that k-th, i.e. (1+6n)-th, harmonic
current components included in each of the U-, V-, and
W-phase currents U, IV, and IW in the three-phase fixed
coordinate system cause (k-1)-th, i.e. +6n-th, harmonic cur-
rent components to be included in each of the d- and g-axis
currents Id and Iq in the first-order rotating coordinate sys-
tem.

These (k—1)-th, i.e. +6n-th, harmonic current components
might increase torque variations and/or loss, i.e. iron loss, of
the motor-generator 10 if they flowed in the motor-generator
10.

The equation [eq12] shows that superimposing harmonic
signals on at least one of the corrected voltage amplitude
(V+AV) and the voltage phase ¢ induces, on each phase
winding of the motor-generator 10, harmonic voltages having
an angular velocity identical to the angular velocity of the
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superimposed harmonic signals. The induced harmonic volt-
ages having the angular velocity identical to the angular
velocity of the superimposed harmonic signals result in har-
monic current components, which have an angular velocity
identical to the angular velocity of the superimposed har-
monic signals, flowing in each of the stator windings of the
motor-generator 10.

From these characteristics, superimposing harmonic sig-
nals, which can cancel or reduce target harmonic current
components, on each of the reference angular signals 6U, 6V,
and 6W, permits the target harmonic current components to
be cancelled or reduced.

Usual three-phase motor-generators prominently generate
(k=1)-th, which is equal to +6-th, order harmonic current
components in the first-order rotating coordinate system,
which may have significant impacts on torque of the motor-
generator 10.

Thus, the first embodiment aims to reduce such target
(k=1)-th, which is equal to +6-th, order harmonic current
components included in each of the d- and g-axis currents in
the first-order rotating coordinate system.

That is, superimposing counteracting (k—1)-th, which is
equal to 6-th, order harmonic current components on each of
the d- and g-axis currents in the first-order rotating coordinate
can reduce target (—=6)-th order harmonic current components
included in a corresponding one of the d- and g-axis currents
in the first-order rotating coordinate system. In other words,
superimposing counteracting k(=7)-th order harmonic cur-
rent components on each of the U-, V, and W-phase currents in
the three-phase fixed coordinate system enables the counter-
acting 7-th order harmonic current components to counteract
the target (—6)-th order harmonic current components
included in each of the d- and q-axis currents in the first-order
rotating coordinate system.

In addition, superimposing counteracting (k-1)-th, which
is equal to -6-th, order harmonic current components on each
of the d- and g-axis currents in the first-order rotating coor-
dinate can reduce target 6-th order harmonic current compo-
nents included in a corresponding one of the d- and g-axis
currents in the first-order rotating coordinate system. In other
words, superimposing the counteracting k(=-5)-th order har-
monic current components on each of the U-, V, and W-phase
currents in the three-phase fixed coordinate system enables
the (=5)-th order harmonic current components to counteract
the target 6-th order harmonic current components included
in each of the d- and g-axis currents in the first-order rotating
coordinate system.

Specifically, the harmonic current generator 34 of the first
embodiment is configured to generate the fluctuating signal
Sigf for superimposing counteracting k(=-5 or 7)-th order
harmonic current components on each of the U-; V, and
W-phase currents in the three-phase fixed coordinate system.
This aims to reduce the target 6-th or —6-th order harmonic
current components included in a corresponding one of the d-
and g-axis currents in the first-order rotating coordinate sys-
tem.

Note that, if the polarity of k-th order harmonic currents for
respective phase currents is positive, i.e. k>0, the k-th order
harmonic currents for the respective phase currents change
with positive change of the electrical rotational angle 6e of the
rotor 10a in the first order of U-, V-, and W-phases. This order
agrees with the order of the fundamental current components
of the respective U, V, and W-phases. In other words, the
travelling direction of the k-th order harmonic currents is
identical to that of the fundamental current components if
k>0.
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In contrast, if the polarity of k-th order harmonic currents
for respective phase currents is negative, i.e. k<0, the k-th
order harmonic currents for the respective phase currents
change with positive change of the electrical rotational angle
Be of the rotor 10a in the second order that is opposite to the
first order. In other words, the travelling direction of the k-th
order harmonic currents is opposite to that of the fundamental
current components if k<0.

Next, the following describes an example of the character-
istic structure of each of the first and second harmonic pro-
cessors 31A and 31B with reference to FIG. 8.

As illustrated in FIG. 8, each of the first and second har-
monic processors 31A and 31B includes a d-axis deviation
calculator 31a, a g-axis deviation calculator 315, a harmonic
current converter 31c¢, a target value setter 31d. Each of the
first and second harmonic processors 31A and 31B also
includes a d-axis harmonic deviation calculator 31e, a g-axis
harmonic deviation calculator 31/, a d-axis feedback control-
ler 31g, a g-axis feedback controller 31/, a current converter
31/, and a voltage converter 31;. The first harmonic processor
31A further includes an amplitude superimposer 314, and the
second harmonic processor 31B further includes a phase
superimposer 31/. Specifically, the amplitude superimposer
31k can be eliminated from the second harmonic processor
31B, and the phase superimposer 31/ can be eliminated from
the first harmonic processor 31A.

The d-axis deviation calculator 31a calculates a d-axis
current deviation, i.e. d-axis harmonic components, Ald that
is a deviation between the d-axis command current Id* output
from the command current setter 325 and the d-axis current
Idr output from the two-phase converter 30a. Specifically, the
d-axis deviation calculator 344 subtracts the d-axis current Idr
from the d-axis command current Id* to thereby calculate the
d-axis current deviation Ald, which serves as, for example,
d-axis harmonic current components.

The g-axis deviation calculator 315 calculates a g-axis
current deviation, i.e. q-axis harmonic components, Alq that
is a deviation between the g-axis command current Iq* output
from the command current setter 326 and the g-axis current
Iqr output from the two-phase converter 30a. Specifically, the
g-axis deviation calculator 315 subtracts the g-axis current Iqr
from the g-axis command current Iq* to thereby calculate the
g-axis current deviation Alq, which serves as, for example,
g-axis harmonic current components.

The harmonic current converter 31c is operatively con-
nected to the d- and g-axis deviation calculators 31a and 315.
The harmonic current converter 31¢ converts the d- and g-axis
current deviations Ald and Alq in the first-order rotating coor-
dinate system into d- and q-axis k-th order harmonic currents
Idkr and Igkr in a k-th order harmonic rotating coordinate
system (dk-gk) using the following equations [eql3] and
[eq14] while the k is set to -5 or 7:

Idkr =Ald-cos[(k-1)0ej+Alg-sin[(k—1)0e] [eql3]

Igkr=Alg-sin[(k-1)0ej+Alg-cos[(k-1)0e] [eql4]

Where the right-hand “(k-1)8e” in each of the equations
[eq13] and [eql4] represents the phase difference between the
d-axis of the first-order rotating coordinate system and the
harmonic rotating coordinate system.

Note that the k-th order harmonic rotating coordinate sys-
tem (dk-qk) (see the block 31c in FIG. 8) is defined as a
coordinate system that

(1) Has a dk axis as its horizontal axis and a gk axis as its
vertical axis
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(2) Rotates at an angular velocity that is identical to a
fluctuating angular velocity of k-th order harmonic current
components in the three-phase fixed-coordinate system.

Particularly, the harmonic current converter 31¢ converts
the d- and g-axis current deviations Ald and Alq in the first-
order rotating coordinate system into the d- and g-axis k-th
order harmonic currents Idkr and Igkr in the k-th order har-
monic rotating coordinate system (dk-qk) while the k is set to
-Sor7.

Note that a vector based on the d- and g-axis k-th order
harmonic currents Idkr and Igkr in the k-th order harmonic
rotating coordinate system (dk-qk) will be referred to as ak-th
order harmonic current vector Ivkt as illustrated in the block
31c. The amplitude and phase of the k-th order harmonic
current vector [vkt are expressed by reference characters Ik
and ¢k. The block 31¢ shows that the counterclockwise direc-
tion relative to the positive direction of the d-axis dk in the
k-th order harmonic rotating coordinate system (dk-qk) is
defined as the positive direction of the phase ¢k of the k-th
order harmonic current vector Ivkt. In other words, the rotat-
ing direction from the dk axis to the gk axis in the k-th order
harmonic rotating coordinate system (dk-qk) is defined as the
positive direction of the phase ¢k of the k-th order harmonic
current vector Ivkt.

The target value setter 31d serves as, for example, a target-
value setter. Specifically, the target value setter 31d variably
sets a target d-axis k-th order harmonic current Idk* and a
target g-axis k-th order harmonic current Igk* for the k-th
order harmonic current vector Ivkt according to the target
torque Trq* output from the control system 26 and the elec-
trical angular velocity w output from the velocity calculator
30i. In particular, the target value setter 31d of the first
embodiment sets each of the target d- and g-axis k-th order
harmonic currents Idk* and Igk* such that each of the target
d- and g-axis k-th order harmonic currents Idk* and Igk*
increases with an increase of the target torque Trq*. The target
value setter 31d variably sets each of the target d- and g-axis
k-th order harmonic currents Idk* and Igk* to thereby reduce
torque variations and/or iron loss of the motor-generator 10.
For example, the target value setter 314 has information F3 in
data-table (map) format, in mathematical expression format,
and/or program format.

The information F3, which is for example stored in the
memory 30ME, includes a function, i.e. a correlation, of
values of the target d-axis k-th order harmonic current Idk*
with respect to values of the target torque Trq*; and values of
the electrical angular velocity w. The information F3 also
includes a function, i.e. a correlation, of values of the target
g-axis k-th order harmonic current Igk* with respect to values
of the target torque Trq*; and values of the electrical angular
velocity co.

The target value setter 31d can retrieve a value of the target
d-axis k-th order harmonic current Idk* corresponding to an
actual value of the target torque Trq* and an actual value of
the electrical angular velocity w. The target value setter 31d
can also retrieve a value of the target q-axis k-th order har-
monic current Igk* corresponding to the actual value of the
target torque Trq™ and the actual value of the electrical angu-
lar velocity co.

The d-axis harmonic deviation calculator 31e is opera-
tively connected to the harmonic current converter 31 ¢ and
the target value setter 314. The d-axis harmonic deviation
calculator 31e calculates a d-axis k-th order deviation Adk
that is a deviation between the target d-axis k-th order har-
monic current Idk* and the d-axis k-th order harmonic current
Idkr while k is set to 7 or -5. Specifically, the d-axis harmonic
deviation calculator 31e subtracts the d-axis k-th order har-
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monic current Idkr from the target d-axis k-th order harmonic
current Idk* to thereby calculate the d-axis k-th order devia-
tion Adk.

The g-axis harmonic deviation calculator 31fis operatively
connected to the harmonic current converter 31c¢ and the
target value setter 31d. The g-axis harmonic deviation calcu-
lator 31f'calculates a q-axis k-th order deviation Agk thatis a
deviation between the target g-axis k-th order harmonic cur-
rent Igk* and the g-axis k-th order harmonic current Igkr
while k is set to 7 or -5. Specifically, the g-axis harmonic
deviation calculator 31f subtracts the q-axis k-th order har-
monic current Igkr from the target g-axis k-th order harmonic
current Igk™ to thereby calculate the g-axis k-th order devia-
tion Agk.

The d-axis feedback controller 31g is operatively con-
nected to the d-axis harmonic deviation calculator 31e. The
d-axis feedback controller 31g calculates, based on the d-axis
k-th order deviation Adk, a d-axis feedback current Idkf serv-
ing as a manipulated variable for feedback controlling the
d-axis k-th order harmonic current Idkr to match with the
target d-axis k-th order harmonic current Idk*. Specifically, in
the first embodiment, the d-axis feedback controller 31g cal-
culates the d-axis feedback current Idkf in accordance with a
predetermined proportional gain and a predetermined inte-
gral gain of a PI feedback control algorithm (PI algorithm)
using the d-axis k-th order deviation Adk as its input.

In the PI algorithm, the d-axis feedback current Idkf is
expressed based on the sum of an output, i.e. a proportional
gain term, of a proportional unit based on the proportional
gain and an output, i.e. an integral gain term, of an integrator
based on the integral gain.

The proportional gain for d-axis feedback current Idkf
contributes to change in the d-axis feedback current Idkf in
proportion to the temporal d-axis k-th order deviation Adk
from a target value of zero.

The integral gain is proportional to an accumulated offset
of instantaneous values of the d-axis k-th order deviation Adk
over time to reset the accumulated offset (steady-state devia-
tion) over time to zero.

The q-axis feedback controller 31/ is operatively con-
nected to the q-axis harmonic deviation calculator 31f. The
g-axis feedback controller 31/ calculates, based on the g-axis
k-th order deviation Agk, a g-axis feedback current Igkf serv-
ing as a manipulated variable for feedback controlling the
g-axis k-th order harmonic current Igkr to match with the
target g-axis k-th order harmonic current Igk*. Specifically, in
the first embodiment, the g-axis feedback controller 31/ cal-
culates the q-axis feedback current Iqkfin accordance with a
predetermined proportional gain and a predetermined inte-
gral gain of a PI feedback control algorithm (PI algorithm)
using the g-axis k-th order deviation Agk as its input.

In the PI algorithm, the g-axis feedback current Igkf is
expressed based on the sum of an output, i.e. a proportional
gain term, of a proportional unit based on the proportional
gain and an output, i.e. an integral gain term, of an integrator
based on the integral gain.

The proportional gain for g-axis feedback current Igkf
contributes to change in the g-axis feedback current Igkf in
proportion to the temporal q-axis k-th order deviation Agk
from a target value of zero.

The integral gain is proportional to an accumulated offset
of instantaneous values of the g-axis k-th order deviation Agk
over time to reset the accumulated offset (steady-state devia-
tion) over time to zero.

The current converter 31/ is operatively connected to each
of the B- and g-axis feedback controllers 31g and 31/%. The
current converter 31i converts the d- and g-axis k-th order
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feedback currents Idkf and Igkf in the k-th order harmonic
rotating coordinate system (dk-gk) into a d-axis harmonic
current Id1f'and a g-axis harmonic current Iqlf in the first-
order rotating coordinate system, i.e. the d-q coordinate sys-
tem, using the following equation [eql5]:

leq 15]

s

cos[(k — 1)0e]
iglf [

—sin[(k — 1)0e] 1[ 1dkf
sin[(k — 1)0e] H }

cos[(k — 1)be] || Igkf

The voltage converter 31; is operatively connected to the
current converter 31i. The voltage converter 31/ calculates,
based on the d- and g-axis harmonic currents Id1f'and Iq1f,
the amplitude harmonic signal Vr and the phase harmonic
signal ¢r.

Specifically, the voltage converter 31/ converts the d- and
g-axis harmonic currents Id1f and Iqlf into d- and g-axis
harmonic voltages Vd1fand Vqlfusing the following equa-
tion [eq 16]:

[lef} [eq 16]

—w-Lg|[Id1f
o [t

R
_[w-Ld R Iqlf

Next, the voltage converter 31 calculates, based on the d-
and g-axis harmonic voltages Vd1f'and Vqlf, the amplitude
harmonic signal Vr and the phase harmonic signal ¢r in accor-
dance with the following equations [eq17] and [eq18]:

leq 17]

Vr=VVdlf2 +Vglf2

leq 18]

The arctangent operation in the equation [eq18] permits the
phase harmonic signal ¢r to be calculated between —x and +7
inclusive. In particular, the voltage converter 31/ according to
the first embodiment calculates the phase harmonic signal ¢r
as +11/2 when the denominator of

Vqlf
Vdlf

at the right hand of the equation [eq18] becomes zero and the
numerator thereof becomes a positive value. The voltage
converter 315 also calculates the phase harmonic signal ¢r as
—m/2 when the denominator of

Vqlf
Vdlf

at the right hand of the equation [eq18] becomes zero and the
numerator thereof becomes a negative value.

For example, subtracting the equation [eq2] from the fol-
lowing voltage equation [eq19] including a fundamental cur-
rent component and the d- and g-axis harmonic current com-
ponents Id1 f and Iqif leads to the above equation [eql6].
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Vd+Vvdlf _ 0 —w-Lg\[ld+1dlf 0 [eq 16]
Vq+Vq1f}_[w-Ld 0 1q+1q1f}+[w-w}

The amplitude superimposer 31% is operatively connected
to the voltage converter 31;. The amplitude superimposer 31%
superimposes the amplitude harmonic signal Vr on the cor-
rected voltage amplitude (Vn+AV) output from the corrector
304, thus outputting, to each of the U-, V-, and W-phase signal
generator 33U, 33V, and 33W, a voltage amplitude Vk on
which the amplitude harmonic signal Vr is superimposed.

The phase superimposer 31/ is operatively connected to the
voltage converter 31/. The phase superimposer 31/ superim-
poses the phase harmonic signal ¢r on the voltage phase ¢
output from the phase setter 304, thus outputting, to each of
the U-, V-, and W-phase signal generator 33U, 33V, and 33 W,
a voltage phase d on which the phase harmonic signal ¢r is
superimposed.

As described above, at least one of the U-, V-, and W-phase
drive signal generators 33U, 33V, and 33W calculates the
modulation factor M based on normalization of the input
voltage VINV using the voltage amplitude Vk including the
corrected voltage amplitude (Vn+AV) on which the ampli-
tude harmonic signal Vr is superimposed. The amplitude
harmonic signal Vr is based on the d- and g-axis feedback
currents Idkf and Igkf in the k-th order harmonic rotating
coordinate system (dk-qk) while the k is set to =5 or 7.

Then, each of the U-, V-, and W-phase signal generator
33U, 33V, and 33W selects a high- and low-level pulse pattern
of'a corresponding drive signal g&p in a corresponding map
MAP for a corresponding one of the switching elements SUp,
SVp, and SWp; the selected high- and low-level pulse pattern
correlates with the calculated value of the modulation factor
M.

This induces, on each phase winding of the motor-genera-
tor 10, harmonic voltages having an angular velocity identical
to the angular velocity of the superimposed amplitude har-
monic signal Vr. The induced harmonic voltages having the
angular velocity identical to the angular velocity of the super-
imposed amplitude harmonic signal Vr result in counteract-
ing harmonic current components, which have an angular
velocity identical to the angular velocity of the superimposed
amplitude harmonic signal Vr, flowing in each of the stator
windings of the motor-generator 10.

Additionally, each of the modules 30¢, 30/, and 30g out-
puts, to a corresponding one of the U-, V-, and W-phase signal
generator 33U, 33V, and 33W, a corresponding one of the
first, second, and third reference angles 6U (=6e+d), second
reference angle 6V (=0e+8-271/3), and third reference angle
OW (=0e+0+2m/3). On the voltage phase 9, the phase har-
monic signal ¢r, which is based on the d- and g-axis feedback
currents Idkf and Igkf in the k-th order harmonic rotating
coordinate system (dk-qk) while the k is set to =5 or 7, is
superimposed.

Then, each of the U-, V-, and W-phase signal generator
33U, 33V, and 33 W extracts a high- or low-level pulse from a
selected high- and low-level pulse pattern of a corresponding
drive signal according to every predetermined angular change
of'a corresponding one of the first, second, and third reference
angles 06U, 6V, and OW.

This therefore induces, on each phase winding of the
motor-generator 10, harmonic voltages having an angular
velocity identical to the angular velocity of the superimposed
phase harmonic signal ¢r. The induced harmonic voltages
having the angular velocity identical to the angular velocity of
the superimposed phase harmonic signal ¢r result in counter-
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acting harmonic current components, which have an angular
velocity identical to the angular velocity of the superimposed
phase harmonic signal ¢r, flowing in each of the stator wind-
ings of the motor-generator 10.

In particular, setting k of each of the amplitude harmonic
signal Vr and the phase harmonic signal ¢r to -5 generates
counteracting —6-th harmonic current components superim-
posed in each of the d- and g-axis currents. The counteracting
-6-th harmonic current components in each of the d- and
g-axis currents reduces the target +6-th order harmonic cur-
rent components included in a corresponding one of the d-
and g-axis currents in the first-order rotating coordinate sys-
tem.

Additionally, setting k of each of the amplitude harmonic
signal Vr and the phase harmonic signal ¢r to 7 generates
counteracting +6-th harmonic current components superim-
posed in each of the d- and g-axis currents. The counteracting
+6-th harmonic current components in each of the d- and
g-axis currents reduces the target —6-th order harmonic cur-
rent components included in a corresponding one of the d-
and g-axis currents in the first-order rotating coordinate sys-
tem.

Reducing the target +6-th harmonic current components or
the target —6-th harmonic current components induced in
each of the d- and g-axis currents reduces torque variations
and/or loss, i.e. iron loss, of the motor-generator 10 due to the
target +6-th harmonic current components or the target —6-th
harmonic current components.

Moreover, each of the harmonic processors 31a and 315 of
the control apparatus 30 variably sets, according to the target
torque Trq* and the electrical angular velocity a, the target d-
and g-axis k-th order harmonic currents Idk* and Igk* to
reduce torque variations and/or iron loss of the motor-gen-
erator 10. Then, each of the harmonic processors 31a and 315
adjusts a corresponding one of the amplitude harmonic signal
Vr and the phase harmonic signal ¢r such that the d- and
g-axis k-th order harmonic currents Idkr and Igkr match with
the respective target d- and g-axis k-th order harmonic cur-
rents Idk* and Igk*.

This configuration of each of the harmonic processors 31a
and 315 further contributes to more reduction of torque varia-
tions and/or loss, i.e. iron loss, of the motor-generator 10 due
to the target —6-th harmonic current components or the target
6-th harmonic current components.

Second Embodiment

A control apparatus 30A for the motor-generator 10
according to the second embodiment of the present disclosure
will be described with reference to FIG. 9.

Some of the structure and/or functions of the control appa-
ratus 30A according to the second embodiment are different
from the control apparatus 30 according to the first embodi-
ment by the following points. So, the different points will be
mainly described hereinafter.

The control apparatus 30A includes a first harmonic pro-
cessor 31A1 and a second harmonic processor 31B1. The first
harmonic processor 31A1 of the second embodiment is con-
figured to generate

(1) A first amplitude harmonic signal Vr1 for superimpos-
ing k(=-5)-th order harmonic current components on each of
the U-, V, and W-phase currents in the three-phase fixed
coordinate system

(2) A second harmonic signal Vr2 for superimposing
k(=7)-th order harmonic current components on each of the
U-, V, and W-phase currents in the three-phase fixed coordi-
nate system.
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The second harmonic processor 31B1 of the second
embodiment is configured to generate

(1) A first phase harmonic signal ¢rl for superimposing
k(=-5)-th/ order harmonic current components on each of the
U-, V, and W-phase currents in the three-phase fixed coordi-
nate system

(2) A second phase harmonic signal ¢r2 for superimposing
k(=7)-th order harmonic current components on each of the
U-, V, and W-phase currents in the three-phase fixed coordi-
nate system.

This aims to reduce both the target +6-th order harmonic
current components included in each of the d- and g-axis
currents in the first-order rotating coordinate system.

Next, the following describes an example of the character-
istic structure of each of the first and second harmonic pro-
cessors 31A1 and 31B1 with reference to FIG. 9. In FIG. 9,
identical modules between each of the first and second har-
monic processors 31A1 and 31B1 and a corresponding one of
the first and second harmonic processors 31A and 31B illus-
trated in FIG. 8, to which identical reference characters are
assigned, are omitted in description, and the different mod-
ules will be mainly described hereinafter.

The second embodiment describes the modules 31c¢, 314,
31e,31f,31g, 314, 31i, and 31j illustrated in FIG. 8 as respec-
tive first harmonic current converter 31c, first target value
setter 314, first d-axis harmonic deviation calculator 31e, first
g-axis harmonic deviation calculator 31f, first d-axis feed-
back controller 31g, first q-axis feedback controller 314, first
current converter 314, and first voltage converter 31;.

The d- and q-axis k-th order harmonic currents Idkr and
Igkr output from the first harmonic current converter 31¢ will
be referred to as first d- and g-axis k-th order harmonic cur-
rents Idkrl and Igkrl. The target d- and g-axis k-th order
harmonic currents Idk* and Igk™* output from the first target
value setter 314 will be referred to as first target d- and g-axis
k-th order harmonic currents Idk*1 and Igk*1. The d- and
g-axis k-th order deviations Adk and Agk output from the
respective first d- and g-axis harmonic deviation calculators
31e and 31fwill be referred to as respective first and second d-
and g-axis k-th order deviations Adk1 and Aqkl.

The d- and g-axis feedback currents Idkf and Iqkf output
from the first d- and g-axis feedback controllers 31g and 31/
will be referred to as respective first and second d- and g-axis
feedback currents 1dkfl and Igkfl. The d- and q-axis har-
monic currents Id1f and Iqlf output from the first current
converter 31/ will be referred to as respective first d- and
g-axis harmonic currents 1d1/1 and Iqlfl. The amplitude
harmonic signal Vr and phase harmonic signal ¢r output from
the first voltage converter 31/ will be referred to as respective
first amplitude harmonic signal Vrl and first phase harmonic
signal ¢rl. The first amplitude harmonic signal Vrl and first
phase harmonic signal ¢rl serve to superimpose k(=-5)-th
order harmonic current components on each of the U-, V, and
W-phase currents in the three-phase fixed coordinate system.
Thus, the k-th order harmonic rotating coordinate system
used for each of the first harmonic processors 31A1 and
31B1, which will be referred to as a first k-th order harmonic
rotating coordinate system, is defined as a coordinate system
that

(1) Has a dk axis as its horizontal axis and a gk axis as its
vertical axis

(2) Rotates at an angular velocity identical to an angular
velocity of the k(=-5)-th order harmonic current components
in the three-phase fixed coordinate system.

Additionally, each of the first and second harmonic proces-
sors 31A1 and 31B1 includes second harmonic current con-
verter 31m, second target value setter 31z, second d-axis
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harmonic deviation calculator 310, second g-axis harmonic
deviation calculator 31p, second d-axis feedback controller
31q, second q-axis feedback controller 317, second current
converter 31s, and second voltage converter 31 7.

These modules 31m to 31¢ generate the second amplitude
harmonic signal Vr2 and second phase harmonic signal ¢r2
for superimposing k(=7)-th order harmonic current compo-
nents on each of the U-, V, and W-phase currents in the
three-phase fixed coordinate system. That is, operations of
these modules 31m to 317 are substantially identical to those
of the modules 31c to 31; except that the parameter k repre-
senting the order of the harmonic current components to be
superimposed on each phase current is set to 7.

Specifically, the second harmonic current converter 31m
converts the d- and g-axis current deviations Ald and Alq in
the first-order rotating coordinate system into second d- and
g-axis k-th order harmonic currents Idkr2 and Igkr2 in a
second k-th order harmonic rotating coordinate system (dk-
gk) using the above equations [eq13] and [eq14] while the k
issetto 7.

Note that the second k-th order harmonic rotating coordi-
nate system is defined as a coordinate system that

(1) Has a dk axis as its horizontal axis and a gk axis as its
vertical axis

(2) Rotates at an angular velocity identical to an angular
velocity of the k(=7)-th order harmonic current components
in the three-phase fixed coordinate system.

The second target value setter 31 iniably sets a second
target d-axis k-th order harmonic current Idk*2 and a second
target gq-axis k-th order harmonic current Iqk*2 for a second
k(=7)-th order harmonic current vector [vkt2 according to the
target torque Trq*and the electrical angular velocity w using,
for example, the information F3. The second target value
setter 31d variably sets each of the second target d- and g-axis
k-th order harmonic currents Idk*2 and Iqk*2 to thereby
reduce torque variations and/or iron loss of the motor-gen-
erator 10.

The second d-axis harmonic deviation calculator 310 cal-
culates a second d-axis k-th order deviation Adk2 that is a
deviation between the second target d-axis k-th order har-
monic current Idk*2 and the second d-axis k-th order har-
monic current Idkr2 while k is set to 7.

The second g-axis harmonic deviation calculator 31p cal-
culates a second g-axis k-th order deviation Agk2 that is a
deviation between the second target g-axis k-th order har-
monic current Igk*2 and the second g-axis k-th order har-
monic current Igkr2 while k is set to 7.

The second d-axis feedback controller 314 calculates,
based on the second d-axis k-th order deviation Adk2, a sec-
ond d-axis feedback current Idkf2 serving as a manipulated
variable for feedback controlling the second d-axis k-th order
harmonic current Idkr2 to match with the second target d-axis
k-th order harmonic current Idk*2.

The second q-axis feedback controller 317 calculates,
based on the second g-axis k-th order deviation Aqk2, a sec-
ond g-axis feedback current Iqkf2 serving as a manipulated
variable for feedback controlling the second g-axis k-th order
harmonic current Igkr2 to match with the second target g-axis
k-th order harmonic current Iqgk*2.

The second current converter 31s converts the second d-
and q-axis k-th order feedback currents Idkf2 and Iqkf2 in the
k-th order harmonic rotating coordinate system (dk-gk) into a
second d-axis harmonic current 1d1/2 and a second g-axis
harmonic current Iqlf2 in the first-order rotating coordinate
system, i.e. the d-q coordinate system, using the above equa-
tion [eql5].

10

15

20

25

30

35

40

45

50

55

60

65

28

The second voltage converter 317 calculates, based on the
second B- and g-axis harmonic currents 1d1/2 and Iqlf2, the
second amplitude harmonic signal Vr2 and the second phase
harmonic signal ¢r2 in the same approach as the first voltage
converter 31;.

The amplitude superimposer 31% is operatively connected
to both the first and second voltage converters 31/ and 31z.
The amplitude superimposer 31k superimposes the first and
second amplitude harmonic signals Vrl and Vr2 on the cor-
rected voltage amplitude (Vn+AV) output from the corrector
304, thus outputting, to each of the U-, V-, and W-phase signal
generator 33U, 33V, and 33W, a voltage amplitude Vka on
which the first and second amplitude harmonic signals Vrl
and Vr2 are superimposed.

The phase superimposer 31/ is operatively connected to
both the first and second voltage converters 31j and 31z. The
phase superimposer 31/ superimposes the first and second
phase harmonic signals ¢rl and ¢r2 on the voltage phase ¢
output from the phase setter 304, thus outputting, to each of
the U-, V-, and W-phase signal generator 33U, 33V, and 33 W,
a voltage phase da on which the first and second phase har-
monic signals ¢rl and ¢r2 are superimposed.

The configuration of the control apparatus 30A superim-
poses both the counteracting —6-th harmonic current compo-
nents and the counteracting +6-th harmonic current compo-
nents in each of the d- and g-axis currents. The counteracting
-6-th harmonic current components in each of the d- and
g-axis currents reduces the target +6-th order harmonic cur-
rent components included in a corresponding one of the d-
and g-axis currents in the first-order rotating coordinate sys-
tem. Additionally, the counteracting +6-th harmonic current
components in each of the d- and g-axis currents reduces the
target —6-th order harmonic current components included in a
corresponding one of the d- and g-axis currents in the first-
order rotating coordinate system. This further reduces torque
variations and/or loss, i.e. iron loss, of the motor-generator 10
due to both the target +6-th harmonic current components and
the target —6-th harmonic current components.

Each of'the first and second embodiments can be modified
as follows.

Each of the first and second harmonic processors 31A and
31B of'the first embodiment can obtain the d- and g-axis k-th
order harmonic currents Idk and Igk using the following
method different from the above method disclosed in the first
embodiment.

Specifically, each of the first and second harmonic proces-
sors 31 A and 31B can be configured to calculate, based on the
d- and g-axis command currents Id* and Iq*, a fundamental
current component in the three-phase fixed coordinate sys-
tem. Then, each of the first and second harmonic processors
31A and 31B can be configured to subtract, from each of the
U-, V-, and W-phase currents U, IV, and IW, the calculated
fundamental current component, thus extracting k-th har-
monic current components. Then, each of the first and second
harmonic processors 31A and 31B can be configured to
directly convert the k-th harmonic current components into d-
and g-axis k-th order harmonic currents Idk and Igk in the k-th
order harmonic rotating coordinate system without using the
first-order rotating coordinate system.

Thetarget value setter 31d can variably set the d- and g-axis
k-th order harmonic currents Idk* and Iqk* according to any
one of the target torque Trq* and the electrical angular veloc-
ity w. The target value setter 314 can set each of the d- and
g-axis k-th order harmonic currents Idk* and Iqk* to a corre-
sponding one of predetermined fixed values.

The d-axis deviation calculator 31a of the first embodiment
calculates the d-axis harmonic components Ald that is a
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deviation between the d-axis command current Id* and the
d-axis current Idr, but the present disclosure is not limited
thereto. Specifically, the d-axis deviation calculator 31a can
serve as a bandpass filter or a high-pass filter to filter the
d-axis current Idr to thereby extract d-axis harmonic compo-
nents from the d-axis current Idr as the d-axis current devia-
tion Ald. Similarly, the g-axis deviation calculator 316 can
serve as a bandpass filter or a high-pass filter to filter the
g-axis current Igr to thereby extract g-axis harmonic compo-
nents from the g-axis current Iqr as the g-axis current devia-
tion Alg.

The control apparatus 30A according to the second
embodiment is configured to reduce first target —5-th order
harmonic current components and second target 7-th order
harmonic current components, but can be configured to
reduce three or more orders of harmonic current components
in the same manner as the method disclosed in the second
embodiment.

The correction calculator 32 of each of the control appara-
tuses 30 and 30A can calculate the amplitude correction AV
serving as a manipulated variable for feedback controlling the
d-axis current Idr to match with the d-axis command current
1d* in the same manner as a method disclosed in Japanese
Patent Application Publication No. 2012-23943.

Each of the first and second embodiments can eliminate the
correction calculator 32 from each of the control apparatuses
30 and 30a. In other words, the amplitude control of each of
the control apparatuses 30 and 30a does not essentially
require the feedback control for the voltage amplitude.

Each of the U-, V-, and W-phase drive signal generators
33U, 33V, and 33W uses the map MAP. The map MAP for
each phase has stored therein predetermined high- and low-
level pulse patterns of a corresponding-phase drive signal;
each of the high- and low-level pulse patterns correlates with
a corresponding one of specified values of the modulation
factor M for a corresponding one of the U-, V-, and W-phases.
The present disclosure is however not limited to the structure.
Specifically, the map MAP for each phase can have stored
therein predetermined high- and low-level pulse patterns of a
corresponding-phase drive signal; each of the high- and low-
level pulse patterns correlates with a corresponding one of
specified values of the corrected voltage amplitude (Vn+AV)
for a corresponding one of the U-, V-; and W-phases.

Each of the first and second embodiments uses an IPMSM
as an example of rotary machines, but can use another type
rotary machine, such as an SPMSM or a wound-field syn-
chronous motor. Rotary machines according to the present
disclosure are not limited to synchronous machines. An
SPMSM used as the motor-generator 10 according to the first
embodiment permits a g-axis current to be used as a con-
trolled variable of the SPMSM because the torque of the
SPMSM is defined based on the g-axis current. Induction
machines can be used as rotary machines according to the
present disclosure. Various types of rotary machines accord-
ing to the present disclosure can be installed in various types
of vehicles, such as an electric automobile. Rotary machines
to which the present disclosure is applied are not limited to a
component, such as a main engine, of vehicles. Specifically,
rotary machines to which the present disclosure is applied can
be installed in electric power steering systems and electrical
compressors for air conditioning systems.

Each of the control apparatuses 30 and 30 A uses estimated
torque Te that is a parameter indicative of a controlled vari-
able of the motor-generator 10, but the present disclosure is
not limited thereto. Another controlled variable, such as rota-
tional speed of the rotor 104, of the motor-generator 10 can be
used.
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While illustrative embodiments of the present disclosure
have been described herein, the present disclosure is not
limited to the embodiments described herein, but includes
any and all embodiments having modifications, omissions,
combinations (e.g., of aspects across various embodiments),
adaptations and/or alternations as would be appreciated by
those in the art based on the present disclosure. The limita-
tions in the claims are to be interpreted broadly based on the
language employed in the claims and not limited to examples
described in the present specification or during the prosecu-
tion of the application, which examples are to be construed as
non-exclusive.

What is claimed is:

1. An apparatus for feedback controlling a controlled vari-
able of a rotary machine to thereby rotate a rotor relative to a
stator using power obtained by a power converter, the appa-
ratus comprising:

a phase setter configured to:

set a phase of an output voltage vector of the power con-
verter in a rotating coordinate system, the phase of the
output voltage vector serving as a first manipulated vari-
able for feedback controlling the controlled variable of
the rotary machine to a target value; and

output phase information including the phase of the output
voltage and an electrical rotational angle of the rotor,

the rotating coordinate system rotating as the rotor of the
rotary machine rotates;

an amplitude setter configured to set an amplitude of the
output voltage vector of the power converter in the rotat-
ing coordinate system, the amplitude of the output volt-
age vector serving as a second manipulated variable for
feedback controlling the controlled variable of the rotary
machine to the target value;

a storage configured to store therein on-off switching pat-
terns of a switching element of the power converter, the
on-off switching patterns being provided for respective
predetermined values of an amplitude parameter
depending on the amplitude of the output voltage vector;

a switching unit configured to:

select one of the on-off switching patterns corresponding
to a specified value of the amplitude parameter;

extract an on or off instruction from the selected one of the
on-off switching patterns according to a change of the
phase information output from the phase setter; and

switch on or off the switching element according to the
extracted on or off instruction;

a target harmonic current obtainer configured to obtain,
according to a phase current flowing through at least one
phase winding of the stator, a target harmonic current
component flowing in the rotary machine, the target
harmonic current component correlating with a funda-
mental current component of the phase current; and

an inducing unit configured to superimpose, on at least one
of the amplitude and the phase of the output voltage
vector used by the switching unit, a harmonic signal to
induce a counteracting harmonic current component in
the at least one phase winding, the harmonic signal
changing at an angular velocity identical to an angular
velocity of the target harmonic current component, the
counteracting harmonic current component counteract-
ing the target harmonic current component.

2. The apparatus according to claim 1, wherein:

the angular velocity of the target harmonic current compo-
nent is k times higher than the electrical angular velocity
of the rotor, k being a variable set to 1+6n where n is an
integer other than zero; and
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the inducing unit further comprises:

a harmonic signal generator configured to generate the
harmonic signal according to the target harmonic cur-
rent component, the phase current, and the electrical
rotational angle of the rotor,

the harmonic signal changing at an angular velocity that is
(k-1) times higher than the electrical rotational angle of
the rotor; and

a superimposer configured to superimpose the harmonic
signal on at least one of the amplitude and the phase of
the output voltage vector used by the switching unit.

3. The apparatus according to claim 2, wherein the target

harmonic current obtainer further comprises:

a harmonic-current component calculator configured to
convert the target harmonic current component into a
target higher-order harmonic current component in a
second rotating coordinate system, the second rotating
coordinate system rotating at an angular velocity iden-
tical to the angular velocity of the target higher-order
harmonic current component,

the harmonic signal generator being configured to gener-
ate, based on the target higher-order harmonic current
component, the harmonic signal that serves to induce, as
the counteracting harmonic current component, a coun-
teracting order harmonic current component for reduc-
ing the target higher-order harmonic current component.

4. The apparatus according to claim 3, wherein:

the harmonic-current component calculator is configured
to calculate a d-axis higher-order harmonic current com-
ponent and a q-axis higher-order harmonic current com-
ponent, the d-axis higher-order harmonic current com-
ponent being a current component of the target higher-
order harmonic current component in a first axis of the
second rotating coordinate system, and the g-axis
higher-order harmonic current component being a cur-
rent component of the target higher-order harmonic cur-
rent component in a second axis of the second rotating
coordinate system, the first axis being electromagneti-
cally perpendicular to each other,

the harmonic-current component calculator further com-
prising:

a d-axis manipulated-variable calculator configured to cal-
culate a d-axis manipulated variable for feedback con-
trolling the d-axis higher-order harmonic current com-
ponent to match with a predetermined target d-axis
higher-order harmonic current; and

a q-axis manipulated-variable calculator configured to cal-
culate a g-axis manipulated variable for feedback con-
trolling the g-axis higher-order harmonic current com-
ponent to match with a predetermined target g-axis
higher-order harmonic current, and

the harmonic signal generator further comprises:

a harmonic signal generator configured to:

generate, based on the d-axis manipulated variable, an
amplitude harmonic signal, the amplitude harmonic sig-
nal comprising a harmonic component of the amplitude
of the output voltage vector in the first rotating coordi-
nate system; and

generate, based on the g-axis manipulated variable, a phase
harmonic signal, the phase harmonic signal comprising
aharmonic component of the phase ofthe output voltage
vector in the first rotating coordinate system, and

the superimposer is configured to:

superimpose the amplitude harmonic signal on the ampli-
tude of the output voltage vector used by the switching
unit; and

5

10

15

20

25

30

35

40

45

50

55

60

32

superimpose the phase harmonic signal on the phase of the
output voltage vector used by the switching unit.

5. The apparatus according to claim 4, wherein the har-

monic signal generator further comprises:

a target-value setter configured to variably set the target
d-axis higher-order harmonic current and the target
g-axis higher-order harmonic current according to at
least one of the target value for the controlled variable of
the motor-generator and the electrical angular velocity
of the rotor.

6. The apparatus according to claim 4, further comprising:

a two-phase converter configured to convert the phase cur-
rent into a d-axis current in the first axis of the first
rotating coordinate system and a g-axis current in the
second axis of the first rotating coordinate system,

wherein:

the voltage amplitude setter is configured to set the ampli-
tude of the output voltage vector according to a d-axis
command value for the d-axis current and a g-axis com-
mand value for the g-axis current,

the target harmonic current obtainer is configured to:

obtain a d-axis deviation between the d-axis command
current and the d-axis current as a d-axis harmonic cur-
rent component; and

obtain a g-axis deviation between the g-axis command
current and the g-axis current as a g-axis harmonic cur-
rent component, and

the harmonic-current component calculator is configured
to calculate the d-axis higher-order harmonic current
component and g-axis higher-order harmonic current
component according to the respective d-axis harmonic
current component and q-axis harmonic current compo-
nent.

7. The apparatus according to claim 5, further comprising:

a two-phase converter configured to convert the phase cur-
rent into a d-axis current in the first axis of the first
rotating coordinate system and a g-axis current in the
second axis of the first rotating coordinate system,

wherein:

the voltage amplitude setter is configured to set the ampli-
tude of the output voltage vector according to a d-axis
command value for the d-axis current and a g-axis com-
mand value for the g-axis current,

the target harmonic current obtainer is configured to:

obtain a d-axis deviation between the d-axis command
current and the d-axis current as a d-axis harmonic cur-
rent component; and

obtain a g-axis deviation between the g-axis command
current and the g-axis current as a g-axis harmonic cur-
rent component, and

the harmonic-current component calculator is configured
to calculate the d-axis higher-order harmonic current
component and g-axis higher-order harmonic current
component according to the respective d-axis harmonic
current component and q-axis harmonic current compo-
nent.

8. The apparatus according to claim 2, wherein the target
harmonic current component includes a plurality of harmonic
current components, the angular velocities of the plurality of
harmonic current components being k times higher than the
electrical angular velocity of the rotor, the angular velocities
of the plurality of harmonic current components differing
from each other.



